
1 U SERIES
SPECIALIST AMPLIFIERS

BGR SERIES - mosfet mixer amplifier
BGR200 - 100 WATTS INTO 4 OHMS
BGR250 - 250 WATTS INTO 4 OHMS

* Two mic channels and three line level channels, both with separate EQ
*  Mic 1 input, bal or unbalanced, is accessible via a front panel, XLR / jack socket 
*  Mics 2 & 3 inputs, bal or unbalanced are rear mounted on 6.35mm jack sockets
*  Volume 1-3, bass, treble and PPI indicators on mic channel. 
*  Externally adjustable priority override level (VOX) with vox active led indicator, 

operates with any mic to reduce the music level automatically when selected.

KA SERIES - mosfet mixer amplifier
KA200 - 100 + 100 WATTS INTO 4 OHMS.
KA500 - 250 + 250 WATTS INTO 4 OHMS.

* Three mic channels and three stereo line inputs
* Balanced low impedance mic inputs on combi XLR / jack socket.
* Mic 1 input is mounted on the front panel. mics 2 & 3 are rear mounted
* Three mic gains, bass, treble and PPI led
* Priority override level (VOX) with vox active led indicator, 

operates with any active mic to reduce the music volume automatically.
* Three line level volume controls with separate bass and treble
* Overall Master Volume control 

A range of 1U amplifiers for both installation and mobile use.

DA1U SERIES - mosfet mixer amplifier
DA1U /200 - 100 + 100 WATTS INTO 4 OHMS
DA1U/500 - 250 + 250 WATTS INTO 4 OHMS

* Two mic channels and four stereo line inputs
* Two low Z mic inputs, bal or unbalanced on XLR / jack combi sockets. (Mic 1 input on front panel)
* Two mic gains, bass, treble and PPI indicators. Zone A and B mic mute switches. 
* Internally adjustable priority override level (VOX) with vox active led indicator 
* Four line level volume controls with separate bass and treble
* Led status of remote volume control and fire alarm activation, on both zones

BGR SERIES
DIMS:- 483 (W) X 210 (D) X 44 (H). 
BGR250 - 4.8Kg, BGR100 - 4.2Kg.

DA1U SERIES
DIMS:- 483 (W) X 300 (D) X 44 (H). 
DA1U/500 - 5.4Kg. DA1U/200 - 4.8Kg.

KA SERIES

SA SERIES

DIMS:- 483 (W) X 300 (D) X 44 (H). 
KA500 - 5.4Kg. KA200 - 4.8Kg.

* Three line level volume controls with separate bass and treble
* Overall master volume control 
* Ten segment led  VU power output display with peak hold feature
* Active clip limiter (internally configurable off to max).
* Aux 1-3 input connections and slave out on twin phono sockets
* Fan cooled with proportional speed fan.
* Speakers on 6.35mm jacks rear mounted.

See accessories for rack cases and 100v line xformers, if required

* Four variable programme digital effects (equivalent to over 40 fixed programmes),
with level, delay and footswitch on / off control.

* Twin 5 segment led Vu power output display.
* Active clip limiter (internally configurable off to max)
* All aux input and line in / out connections on twin phono sockets
* Fan cooled with proportional speed fan
* Speakon speaker sockets 

See accessories for rack cases and 100v line xformers, if required

This compact 1U amplifier has been designed for applications that require up to three mics and three stereo line inputs
with voice override options. Ideal as a background music amplifier and equally suitable for aerobic systems. 
250 watts or 100 watts options are available.

This compact 1U amplifier has been designed for small bars that require up to three mics and three stereo line inputs with
voice override options. Designed to cover all audio / visual and karaoke requirements in a venue where space is an issue.
When connected to a DVD/CD/CDG/MP3 player the potential of this amplifier is impressive. Background music can be
played in standard CD or MP3 format. Karaoke is achieved with CDG disks and along with DVD / Satellite displayed on a
plasma screen. All this with an inbuilt digital effects processor and an output power up to 250 + 250 watts in only 1U of
rack space. 250 watts or 100 watts per channel options are available.

The DA1U series amplifiers are ideal for stereo or mono background music systems. This compact 1U amplifier is a
stereo solution for a single zone or a mono solution for two zones requiring both mic and line inputs. 
Auto voice override, remote volume control and a fire alarm interface are featured.
250 watts or 100watts per channel options are available in only 1U of rack space to produce a very compact, powerful
and extremely flexible system. See SA range of power amplifiers if further system expansion is required.  

SA SERIES - mosfet power amplifier
SA200 - 100 + 100 WATTS INTO 4 OHMS.
SA500 - 250 + 250 WATTS INTO 4 OHMS.

* Master Volume controls with twin 5 segment led VU power output displays
* Active clip limiter (internally configurable off to max). 

* Overall master volume controls with twin 5 segment led VU displays
* Active clip limiter (internally configurable on / off). 
* Aux inputs, line in and line out on rear mounted phono sockets
* Fan cooled with proportional speed fan
* Speakon speaker sockets 

See accessories for rack cases and 100v line xformers, if required

This compact range of dual channel 1U power amplifiers has been designed to complement the McGregor range of 1U
mixer amplifiers. They are ideal for boosting power levels, driving additional zones, or simply extending bass response
with additional bass bins. 250 watts and 100 watts per channel options are available.

* Speakon speaker sockets 
* Fan cooled with proportional speed fan

DIMS:- 483 (W) X 300 (D) X 44 (H). 
SA500 - 5.4Kg. SA200 - 4.8Kg.
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SS SERIES STEREO MOSFET POWER AMPLIFIERS
The  SS series are designed to operate under heavy load conditions where a
portable heavy duty amplifier solution is required. Ideal for mobile use or
installations when rack mounting of equipment is not an option.

SS200     - 100 + 100 WATTS INTO 4 OHMS  -  11Kg.
SS500     - 250 + 250 WATTS INTO 4 OHMS  -  12Kg.
SS1000   - 500 + 500 WATTS INTO 4 OHMS  -  13Kg.
SS1300   - 650 + 650 WATTS INTO 4 OHMS  -  14Kg.

FEATURES INCLUDE :- 
* Class AB Mosfet output stage
* Soft start 
* Active clip limiter internally configurable off to max 
* Fan cooled with proportional speed fan 
* Jack input & link (6.35mm unbalanced)
* Speakon speaker sockets. 
* MDF painted black texturised sleeve with side handle grips

DIMENSIONS: 530 (W) X 304 (D) X 146 (H)

MA SERIES STEREO MOSFET POWER AMPLIFIERS
This compact range of power amplifiers takes up only 2U of rack space. The
MA range is capable of delivering up to 2000 watts of clean power. These
amplifiers are distinguished as a cost effective rack mount solution offering
exceptional value for demanding applications where relability is essential.

The MA SERIES feature:-
* Balanced line inputs and link sockets. ( XLR & 6.35mm jack )
* Active Clip Limiter internally configurable off to max
* Dual 10 segment led Vu displays
* Class AB Mosfet output stage
* Fan cooling with proportional speed fan, (twin fans MA2000). 
* D.C, thermal and short circuit protection 
* Mains inrush current limiter and soft start
* Front panel switchable led illumination 
* Speakon speaker sockets 

MA500     - 250 + 250 WATTS INTO 4 OHMS - 12.5Kg.
MA1000   - 500 + 500 WATTS INTO 4 OHMS - 13.7Kg.
MA1300   - 650 + 650 WATTS INTO 4 OHMS - 14.5Kg.
DIMENSIONS:- 483 (W) X 290 (D) X 89 (H) - 2U

MA2000  -  1000+1000 WATTS INTO 4 OHMS -  24Kg.
DIMENSIONS:- 483 (W) X 420 (D) X 89 (H) - 2U

SXI SERIES STEREO MOSFET POWER AMPLIFIERS
A compact range of power amplifiers taking only 2U of rack space. The SXI range is capable
of delivering up to 2000 watts of clean power. 
These amplifiers are distinguished as a cost effective rack mount solution saving both
money and space with their inbuilt xovers.
The anti tamper SPL preset control perrmits the amplifier to be limited to a maximum
acceptable sound output, offering many advantages over sound limiter enforcement.

SXI-500     - 250 + 250 WATTS INTO 4 OHMS - 12.5Kg.
SXI-1000   - 500 + 500 WATTS INTO 4 OHMS - 13.7Kg.
SXI-1300   - 650 + 650 WATTS INTO 4 OHMS - 14.5Kg.
DIMENSIONS:- 483 (W) X 290 (D) X 89 (H) - 2U

SXI-2000  -  1000+1000 WATTS INTO 4 OHMS - 24Kg.
DIMENSIONS:- 483 (W) X 420 (D) X 89 (H) - 2U

POWER AMPLIFIER SPECIFICATIONS
SS, MA & SXI SERIES

Power Output R.M.S.   -  As stated above
@ 1KHz into 4 OHMS  -  70 % into 8 ohms
Frequency Response   - 20 Hz - 25 kHz  +/-0.5dB
T.H.D.@ rated power   - <0.02% @ 1 kHz
Signal to noise ratio    - Better than 100 dB
Channel Separation    - Better than 80 dB
Thermal Protection     - 90 deg C
D/C Protection           -  +/-32V 
Short circuit protection    - All series

Clip Limiter                - Internal, off to max required SPL
Input Sensitivity          - 775 mV / 0dBu
Input Impedance        - 10K or 10K + 10K (Bal)

10K unbal (SS series)
Damping Factor         -  Better than 400
Slew Rate                  -  40V / uS
Soft Start                   -  All models
Mains Inrush Limiting  -  250 + 250 W  and above
Mains Input Power         -  230V +/-10% 50-60Hz

1U MIXER AMPLIFIER SPECIFICATIONS

Mic inputs - Balanced or unbalanced 3k3 - 5mV
Line inputs - Unbalanced >22k - 200mV
Line output - Unbalanced <10k - 775mV (0dB)
Headroom - +22dB. PPI’s active @ +19dB
Bass - +/- 15dB @ 50Hz, shelved
Middle - +/- 8dB @ 680Hz
Treble - +/- 15dB @ 12kHz, shelved
DSP (KA only)- Four variable programmes 
includes reverb, delay, reverb and delay.
24 Bit processor with level and footswitch
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The SXI SERIES feature :-

* Balanced line inputs and link sockets. (XLR and 6.35mm jack)
* Variable frequency 18 dB / octave crossover 

Channel A & B assignable to full, hi or low pass at selected frequency
* Dual ten segment led Vu displays 
* Class AB Mosfet output stage
* Active Clip Limiter with max SPL feature, internally configurable, off - max 
* Fan cooling with proportional speed fan, (twin fans SXI-2000)
* D.C, thermal and short circuit protection
* Mains inrush current limiter and soft start
* Front panel switchable led illumination 
* Speakon speaker sockets


